ARENA THEATRE TECHNICAL INFORMATION
Tilstone Studio
For any further information or clarification, please telephone 01902 322507, fax us on 01902 322599 or e-mail:  steve.payne@wlv.ac.uk
Get In:

Please note that the entrance to the Arena Theatre is via a restricted height entrance.
MAXIMUM HEIGHT 3.2 METRES
This will allow you access to the staff car park at the rear of the theatre.
Access to the Tilstone Studio can, in some cases, be made via the Arena Theatre stage area, providing prior notice is given and clashes with Arena Theatre events are avoided.

In most instances, access to the Tilstone Studio will be via the bar balcony in the theatre foyer.  This will involve a lift of 91cm and from there direct access via an opening of 1.8 mtr is available to the performance area.

Tilstone Studio:
Principal Dimensions:
Main Performance Area – Audience two sided with all seating blocks in place for maximum seating.

Approx. 8.30 mtr wide x 6.26 mtr deep

Wing Space
approx.  U/S – 1.04 mtr
Height

Stage floor to lighting grid approx. 4.10 mtr 

Seating

Permanent/semi-permanent, two sided, end on, in one tier to a fire limit of
 

165



NB Bottom tier is removable to increase floor by approx. 1.00 mtr and
 

decrease audience. Notice is required.
Stage Area
S/L side has wooden walls painted beige with ramped access. A white curtain
 

curtain covers this wall but can be drawn to expose the wall.



S/R side is covered with a non-removable white cyclorama/projection screen.

Floor

Solid board floor. Cushioned covering in neutral grey.
Technical Information:
Lighting

Avolites Rolacue Pearl
Soft patched to: 24 x 10 amp Zero88 Digital dimmers.
Patched to: A combination of high and low level 15amp sockets.

Sound
Patched to:
2 x C AUDIO SR606 300 Watt Mono Amplifiers

Patched to:
2 x Apogee P500 PV Processor

1 x Apogee P10 PVS Processor

Patched to:
2 x Apogee AE-5 Full-range Speaker

Other Studio Facilities
Ceiling-mounted portable digital projector
Computer for PowerPoint presentations
DVD player
Show Production Facilities
Audio show relay to all backstage, Control Room, FOH and dressing room areas

Full paging and cue light control via Stage Management position from Control Room

2x isolated, 13amp ring main: one at high (1/x grid) level, one at low (dip socket level)

Company Facilities

Dressing rooms: - 5 x Dressing rooms all with shower, WC, audio/visual show relay and paging of which 2 are fully accessible

All dressing rooms are shared with the main theatre space and are therefore subject to availability.

Green Room and Laundry: microwave in Green Room, washing machine/dryer in laundry

IMPORTANT NOTE:
LIGHTING RIG PLANS, RISK ASSESSMENTS, AND TECHNICAL INFORMATION ARE REQUIRED AT LEAST 2 WEEKS PRIOR TO PERFORMANCE

